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Environmental Protection Agency § 265.440 

§ 265.405 Special requirements for ig-
nitable or reactive waste. 

(a) Ignitable or reactive waste must 
not be placed in a treatment process or 
equipment unless: 

(1) The waste is treated, rendered, or 
mixed before or immediately after 
placement in the treatment process or 
equipment so that (i) the resulting 
waste, mixture, or dissolution of mate-
rial no longer meets the definition of 
ignitable or reactive waste under 
§ 261.21 or 261.23 of this chapter, and (ii) 
§ 265.17(b) is complied with; or 

(2) The waste is treated in such a way 
that it is protected from any material 
or conditions which may cause the 
waste to ignite or react. 

(b) [Reserved] 

[45 FR 33232, May 19, 1980, asamended at 71 
FR 40276, July 14, 2006] 

§ 265.406 Special requirements for in-
compatible wastes. 

(a) Incompatible wastes, or incom-
patible wastes and materials, (see ap-
pendix V for examples) must not be 
placed in the same treatment process 
or equipment, unless § 265.17(b) is com-
plied with. 

(b) Hazardous waste must not be 
placed in unwashed treatment equip-
ment which previously held an incom-
patible waste or material, unless 
§ 265.17(b) is complied with. 

Subpart R—Underground Injection 

§ 265.430 Applicability. 
Except as § 265.1 provides otherwise: 
(a) The owner or operator of a facil-

ity which disposes of hazardous waste 
by underground injection is excluded 
from the requirements of subparts G 
and H of this part. 

(b) The requirements of this subpart 
apply to owners and operators of wells 
used to dispose of hazardous waste 
which are classified as Class I under 
§ 144.6(a) of this chapter and which are 
classified as Class IV under § 144.6(d) of 
this chapter. 

[Comment: In addition to the requirements of 
subparts A through E of this part, the owner 
or operator of a facility which disposes of 
hazardous waste by underground injection 
ultimately must comply with the require-
ments of §§ 265.431 through 265.437. These sec-

tions are reserved at this time. The Agency 
will propose regulations that would establish 
those requirements.] 

[45 FR 33232, May 19, 1980, as amended at 48 
FR 30115, June 30, 1983] 

Subparts S–V [Reserved] 

Subpart W—Drip Pads 

SOURCE: 55 FR 50486, Dec. 6, 1990, unless 
otherwise noted. 

§ 265.440 Applicability. 
(a) The requirements of this subpart 

apply to owners and operators of facili-
ties that use new or existing drip pads 
to convey treated wood drippage, pre-
cipitation, and/or surface water run-off 
to an associated collection system. Ex-
isting drip pads are those constructed 
before December 6, 1990 and those for 
which the owner or operator has a de-
sign and has entered into binding fi-
nancial or other agreements for con-
struction prior to December 6, 1990. All 
other drip pads are new drip pads. The 
requirement at § 265.443(b)(3) to install 
a leak collection system applies only 
to those drip pads that are constructed 
after December 24, 1992 except for those 
constructed after December 24, 1992 for 
which the owner or operator has a de-
sign and has entered into binding fi-
nancial or other agreements for con-
struction prior to December 24, 1992. 

(b) The owner or operator of any drip 
pad that is inside or under a structure 
that provides protection from precipi-
tation so that neither run-off nor run- 
on is generated is not subject to regu-
lation under § 265.443(e) or § 265.443(f), as 
appropriate. 

(c) The requirements of this subpart 
are not applicable to the management 
of infrequent and incidental drippage 
in storage yards provided that: 

(1) The owner or operator maintains 
and complies with a written contin-
gency plan that describes how the 
owner or operator will respond imme-
diately to the discharge of such infre-
quent and incidental drippage. At a 
minimum, the contingency plan must 
describe how the facility will do the 
following: 

(i) Clean up the drippage; 
(ii) Document the cleanup of the 

drippage; 
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